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Install the driver from the CD-ROM again. Click the Advanced button. Select the new COM port number from the COM Port Number list.
When communicating with a PLC through a Conversion Cable, set the communications port COM port number used by the software to the
communications port COM port number allocated to the Conversion Cable. When the Finish button is clicked in step 6, the following window will
be displayed for installation of the USB Serial Port driver. The actual products have been checked for conformity to EMC standards see the
following note. The following window will be displayed if the driver was installed properly. Compatible PLCs, PTs and Programmable Relay The
following OMRON PLCs, PTs and Programmable Relay are supported by the compatible software applications.

CS1W-CIF31
W417-E1-03 USB-Serial Conversion Cable User's Manual... No patent liability is assumed with respect to the use of the information contained
herein. Moreover, because OMRON is constantly striving to improve its high-quality products, the information contained in this manual is subject
to change without notice. The CS1W-CIF31 USB-Serial Conversion Cable connects an OMRON PLC or PT to a personal computer's USB
port. Please read this manual carefully and be sure you understand the information provided before attempting to install or operate the USB-Serial
Conversion Cables. You must consult with your OMRON representative before applying a PLC system to the above mentioned applications. Do
not use them to connect any other devices and do not use a commercially available USB-serial conversion cable in place of these cables. The
actual products have been checked for conformity to EMC standards see the following note. The cable can be used once the required drivers on
the provided CD-ROM have been installed in the personal computer. The following software applications use CX-Server or FinsGateway. Name
Communications software CX-Programmer CX-Server FinsGateway is used for network communications. Compatible PLCs, PTs and
Programmable Relay The following OMRON PLCs, PTs and Programmable Relay are supported by the compatible software applications. In
particular, the CS1W-CIF31 Cable can be used only with compatible OMRON software applications even though it has a standard D-sub 9-pin
connector on one end. Use the procedure below when connecting a PLC CPU Unit and personal computer. The Conversion Cable uses one of
the computer's COM ports for communications. When communicating with a PLC through a Conversion Cable, set the communications port
COM port number used by the software to the communications port COM port number allocated to the Conversion Cable. At this point, the
driver can be installed with the wizard. The actual driver installation method depends on the OS being used. Windows 2000 is used in the
examples in this section. Select Search for a suitable driver for my device recommended and click the Next button. The following window will be
displayed. Select Specify a location and click the Next button. The following window will be displayed. The following window will be displayed if
the driver was installed properly. Click the Finish button. When the Finish button is clicked in step 6, the following window will be displayed for
installation of the USB Serial Port driver. Follow the same procedure in steps 1 through 7 to install the USB Serial Port driver. Disconnect the
Conversion Cable from the computer. Select OMRON USB-to-Serial Converter Drivers and click the Delete button. The following window will
be displayed. Click the Continue button. The communications port COM port allocated to the Conversion Cable must be selected with the CXProgrammer in order to connect online to a PLC or PT. Note: It may take some time for the computer to detect the cable after the cable is
connected. Click the Device Manager button. Note If the new COM port is being used by another driver, that driver must be uninstalled. Click the
Advanced button. The following window will be displayed. Select the new COM port number from the COM Port Number list. Click the OK
button to change the COM port used by the Conversion Cable. If a second Conversion Cable is connected after the driver has been installed,
driver installation will be requested again. Install the driver from the CD-ROM again. W417-E1-03 Revision code The following table outlines the
changes made to the manual during each revision. Page numbers refer to the previous version. Omron shall not be liable for any delay or failure in
delivery 16. Any intellectual property in the Products is the exclu-...

Human Machine Interfaces (HMI)
This enables us to tailor the content of the website based on your interests. The actual driver installation method depends on the OS being used.
The following window will be displayed. W417-E1-03 Revision code The following table outlines the changes made driver usb omron nq3 the
manual during each revision. The following window will be displayed if the driver was installed properly. The communications port COM port

allocated to the Conversion Cable must be selected with the CX-Programmer in order to connect online to a PLC or PT. The actual products
have been checked for conformity to EMC standards see the following note. Compatible PLCs, PTs and Programmable Relay The following
OMRON PLCs, PTs and Programmable Relay are supported by the compatible software applications. When communicating with a PLC through
a Conversion Cable, set the communications port COM port number used by the software to the communications port COM port number
allocated to the Conversion Cable. Click the Advanced button. Do not use them to connect any other devices and do not use a commercially
available USB-serial conversion cable in place of these cables. You can opt-out of our tracking cookies by unchecking the option below.

Driver usb omron nq3 - Human Machine Interfaces (HMI)
You must consult with your OMRON representative before applying a PLC system to the above mentioned applications. The cable can be used
once the required drivers on the provided CD-ROM have been installed in the personal computer. Cookie settings By browsing our website you
automatically agree to the use of permanent cookies, session cookies and analytical cookies. Select Specify a location and click the Next button.
When the Finish button is clicked in step 6, the following window will be displayed for installation of the USB Driver usb omron nq3 Port driver.
The following window will be displayed. Select the new COM port number from the COM Port Number list. Name Communications software
CX-Programmer CX-Server FinsGateway is used for network communications. The following window will be displayed if the driver was installed
properly.

CS1W-CIF31
The following window will be displayed if the driver was installed properly. Select Specify a location and click the Next button. Omron shall not be
liable for any delay or failure in delivery 16.

Select Search for a suitable driver for my device recommended and driver usb omron nq3 the Next button. When communicating with a PLC
through a Conversion Cable, set the communications port COM port number used by the software to the communications port COM port number
allocated to the Conversion Cable. You must consult with your OMRON representative before applying a PLC system to the above mentioned
applications. Install the driver from the CD-ROM again. Windows 2000 is used in the examples in this section. The communications port COM
port allocated to the Conversion Cable must be selected with the CX-Programmer in order to connect online to a PLC or PT. Note If the new
COM port is being used by another driver, that driver must be uninstalled. The cable can be used once the required drivers on the provided CDROM have been installed in the personal computer. We also make use of tracking cookies to gather information about your activity and behaviour
on our website. No patent liability is assumed with respect to the use of the information contained herein. Click the Continue button.

